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DASAR SQUARE GU10, recessed ground spot, stainless steel
304, max. 35W, IP67

Article no.: 229374
Catalogue page: 647
Lampholder: GU10
Bulb: GU10 230V max. 35W
Number of bulbs: 1
Bulb included: no
Installation length: 12,4 cm
Installation width: 12,4 cm
Installation depth: 13,5 cm
Swivel range: 30 °
Rotation range: 90 °
Product length: 13,00 cm
Product width: 13,00 cm
Product height: 12,00 cm
Weight net.: 1,211 kg
Operating voltage: 230 Volt
Max. Wattage: 35 Watt
Protection class: IP 67
Material: aluminium / stainless steel 316
Colour: stainless steel
Way of mounting: recessed ground mounting
Remarks: Mounting pot included. Can be rotated at

90° and swivelled at 30°
Weigth capacity 2 tons
Maximum cable diameter 7 - 12 mm

Recommended bulbs: LED GU10

 Outdoor recessed floor luminaire type: DASAR SQUARE GU10, 
recessed ground spot, stainless steel 304, max. 35W, IP67 made from 
aluminium / stainless steel 316, Ref.:229374 Colour version: stainless 
steel. Max. wattage 35 Watt, at an operating voltage of 230 Volt. 
Protection class IP 67, Way of mounting: recessed ground mounting. The 
product can be rotated at 90° and swivelled at 30°. Recess dimensions: 
Installation length: 12,4 cm, Installation width: 12,4 cm, Installation depth: 
13,5 cm. Product dimensions: Product length: 13 cm, Product width: 13 
cm, Product height: 12 cm, Weight (net): 1,211 kg. Equipped with GU10 
lampholder for bulb type GU10 230V max. 35W Mounting pot included. 
Can be rotated at 90° and swivelled at 30°. Weigth capacity 2 tons. 
Maximum cable diameter 7 - 12 mm. 
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