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Installation :
Project number : 0002041
Date : 10.08.2016

Luminaire data
SLV, SLOTS 65 (231455)

Data sheet

Manufacturer: SLV

231455 FLOOR LAMPS OUTDOOR  SLOTS 65
SLOTS 65 bollard, anthracite, 6.3W COB LED, 3000K, P44

Luminaire data Equipped with
Absolute Photometry Quantity
Luminaire efficacy : 51.75 Im/W Designation
Classification : A62 [96.5% 13.5% Colour

CIE Flux Codes ;87989996 100 Luminous flux
UGR 4H 8H (20%, 50%, 70%) Colour reproduction
C0/C90 : 149/14.9

Control gear . LED driver

System power 4w

Diameter : 90 mm

Height : 665 mm
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SLV, SLOTS 65 (231455)

LDC
150° 180° 150°
CO C9 C180
0° 2 2 2
10°| 9 9 9
20° | 889 | 889 | 889
120° 120° | 30° | 695 | 695 | 695
40° | 231 | 231 | 231
50° | 60 60 60
60° | 22 22 22
70° | 7 7 7
80° | 4 4 4
\ ’ 90° | 3 3 3
90° 90° 100°| 3 3 3
// \\ 110°| 4 | 4 | 4
120°| 6 6 6
/ 2 \ 130°| 7 | 7 | 7
140°( 9 9 9
/ 200 \ 150°| 10 | 10 | 10
b X 160°| 7 7 7
170°| 1 1 1
60° 60°
/ 600 \ 180°| 1 1 1
cd /1000 Im
800
30° 0° 30°
— C0/C180
cd /1000 Im
Manufacturer : SLV Luminaire efficacy :51.75 Im/W (A62)
Order number : 231455 Light distribution : rotationally symmetric
Luminaire name : SLOTS 65 Beam Angle :68.2° C0-C180
Equipment :1xLED 4W /207 Im
Dimensions :D 90 mm xH 665 mm

File name

- 231455_|dc_DIALabs_150423.Idt
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SLV, SLOTS 65 (231455)

Soellner diagram

- 0002041
- 10.08.2016

Grade llluminance [IX]
A A 1000 750 500 - <=300 -
1 B 2000 1500 1000 750 500 <=300 - -
2 D 2000 1000 500 <=300 -
3 E 2000 1000 500 <=300
A 85 a
n -
:
e
75
65
55
45
10 3 4 586
Co L [cd/m?]
Manufacturer : SLV Luminaire efficacy :51.75 Im/W (A62)
Order number : 231455 Light distribution : rotationally symmetric
Luminaire name : SLOTS 65 Beam Angle : 68.2° C0-C180

Equipment
Dimensions
File name

:1 x LED 4W /207 Im
:D 90 mm x H 665 mm
: 231455 Idc_DIALabs 150423.1dt
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SLV, SLOTS 65 (231455)

Luminance chart

CO C15 C30 C45 C60 C75 C90 C105 C120 C135 C150 C165
65° 984 984 984 984 984 984 984 984 984 984 984 984
70° 659 659 659 659 659 659 659 659 659 659 659 659
75° 602 602 602 602 602 602 602 602 602 602 602 602
80° 686 686 686 686 686 686 686 686 686 686 686 686
85° [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109]
C180 C195 C210 C225 (C240 C255 C270 C285 C300 C315 C330 C345
65° 984 984 984 984 984 984 984 984 984 984 984 984
70° 659 659 659 659 659 659 659 659 659 659 659 659
75° 602 602 602 602 602 602 602 602 602 602 602 602
80° 686 686 686 686 686 686 686 686 686 686 686 686
85° [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109] [1109]
Luminance [cd/m?]

Manufacturer : SLV Luminaire efficacy :51.75 Im/W (A62)
Order number : 231455 Light distribution : rotationally symmetric

Luminaire name : SLOTS 65 Beam Angle : 68.2° C0-C180

Equipment
Dimensions
File name

:1 x LED 4W /207 Im
:D 90 mm x H 665 mm
: 231455 Idc_DIALabs 150423.1dt
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SLV, SLOTS 65 (231455)
Glare Rating (UGR)

Reflectance of

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3

Walls 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Floor Cavity 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimension Viewed crosswise Viewed endwise

X y

2H 2H 15.2 16.3 15.6 16.7 171 15.2 16.3 15.6 16.7 171

3H 15.1 16.1 15.6 16.5 17.0 15.1 16.1 15.6 16.5 17.0

4H 15.1 16.0 155 164 16.9 15.1 16.0 155 164 16.9

6H 15.0 159 155 16.3 16.8 15.0 159 155 16.3 16.8

8H 15.0 158 155 16.2 16.7 15.0 158 155 16.2 16.7

12H 15.0 15.7 15.4 16.2 16.7 15.0 15.7 15.4 16.2 16.7

4H 2H 15.0 16.0 155 164 16.9 15.0 16.0 155 164 16.9

3H 149 157 15.4 16.2 16.7 149 157 15.4 16.2 16.7

4H 149 156 15.4 16.1 16.6 149 156 15.4 16.1 16.6

6H 149 155 154 16.0 16.5 149 155 154 16.0 16.5

8H 149 154 15.4 159 16.5 149 154 15.4 159 16.5

12H 149 154 15.4 159 16.5 149 154 15.4 159 16.5

8H 4H 148 15.3 15.3 158 164 148 15.3 15.3 158 164

6H 14.7 15.2 15.3 15.7 16.3 14.7 15.2 15.3 15.7 16.3

8H 148 15.2 15.4 15.8 16.3 148 15.2 15.4 15.8 16.3

12H 148 15.2 15.4 15.7 16.3 148 15.2 15.4 15.7 16.3

12H 4H 14.7 15.2 15.3 158 164 14.7 15.2 15.3 158 164

6H 14.7 15.1 15.3 15.7 16.3 14.7 15.1 15.3 15.7 16.3

8H 14.8 15.1 15.4 15.7 16.3 14.8 15.1 15.4 15.7 16.3

Distance between luminaires: 0.25

Manufacturer : SLV Luminaire efficacy :51.75 Im/W (A62)
Order number : 231455 Light distribution : rotationally symmetric
Luminaire name : SLOTS 65 Beam Angle : 68.2° C0-C180
Equipment ;1 x LED 4W /207 Im

Dimensions : D 90 mm x H 665 mm
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SLV, SLOTS 65 (231455)

CAD drawing

06,5
Manufacturer : SLV Luminaire efficacy :51.75 Im/W (A62)
Order number : 231455 Light distribution : rotationally symmetric
Luminaire name : SLOTS 65 Beam Angle : 68.2° C0-C180
Equipment ;1 x LED 4W /207 Im
Dimensions : D 90 mm x H 665 mm
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SLV, SLOTS 65 (231455)

Cone diagram

Offset [m] Cone width [m] llluminance [IX
C0-C180 Plane

3.0 4.06 0.0

6.0 8.12 0.0

9.0 12.19 0.0

12.0 16.25 0.0

15.0 20.31 0.0

Note: The illuminance is calculated with I(gamma=0)!
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Order number : 231455 Light distribution : rotationally symmetric
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